
SOFFIT TRIM
PAN

ON CONTINUOUS METAL STUDS
5/8" GYPSUM BOARD

3" SOUND ATTENUATION BLACKETS

1 LAYER 5/8" GYPSUM
BOARD

SWAY BRACING AS REQUIRED

ACOUSTICAL PANEL CEILING
AS SCHEDULRD

1/2" DIA HANGER RODS

ELECTRICALLY
OPERATED
OPERABLE
PARTITION WALL
SYSTEM

BY MODERNFOLD

METAL CORNER
BEAD (TYPICAL)

AFF
8'-0"

FINISH FLOOR
EL 100'-0"

STEEL BEAM, REFER TO STRUCTURAL
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DATE:

FOURTH LEVEL/ROOF
1546' - 7 3/4"

E1

2"

7"

1" 5"

NEW  HOLLOW METAL DOOR
AND FRAME ASSEMBLY

ALUMINUM THRESHOLD TO
OVERHANG 1" PAST FACE
OF EXISTING WALL ASSEMBLY

1" EXPANSION MATERIAL

EXISTING CONSTRUCTION

TREATED WOOD
BLOCKING

R1

REFERENCE DETAIL 8C/AE511 FOR
DEMOLITION INFORMATION.

FIRST LEVEL
1510' - 10 3/4"

FIRST LEVEL MECH
1511' - 11 3/4"

3'
-0

"
3'

-2
"

3'
-4

"

INFILL MASONRY ASSEMBLY
BENEATCH DUCTWORK. TOOTH-IN
MASONRY BRICK AND CMU AT JAMB FOR
ONE COURSE OF BRICK.

E2

MECHANICAL DUCTWORK.
REFERENCE MECHANICAL.

9/16"

2"

VARIES

STEEL FRAME

SEALANT EACH
SIDE

BOX HEADER

9/16"

2"

VARIES

DOUBLE STUD

SEALANT EACH SIDE

STEEL FRAME

JAMB ANCHOR

9/16"

2"

VARIES

GLASS

STEEL FRAME

SEALANT EACH SIDE

BOX HEADER

9/16"

2"

VARIES

DOUBLE STUD

SEALANT EACH
SIDE

STEEL FRAME

JAMB ANCHOR

GLASS

1/2"
1 1/2"

STRUCTURAL BEAM.REFERENCE
STRUCTURAL

BOX HEADER

TREATED WOOD BLOCKING.
FOAM SEALANT AT ALL GAPS.

J-TRIM AND SEALANT. TYP.

WALL BEYOND

SOFFIT TO BE FLUSH WITH
GYPSUM BOARD RETURN
AT HEAD

CONTINUOUS LINE OF SEALANT

PRECAST CONCRETE
WINDOW LINTEL/
HEAD

3"
10

 1
/2

"

THRU-WALL FLASHING &
WEEPS

1" 3 1/2"

PRECAST CONCRETE
QUOIN.

9'-4"

SINGLE HUNG WDW SYSTEM.
REF. SPECIFICATIONS

E1

KEYWAY  AT TOP OF HEADER FOR
MASONRY TIE BY MASON

1"

2"

1 1/2"

ALUMINUM PAN FLASHING
W/ END DAM BY MANUFACTURER
INSTALL FLASHING AND SEAL PER
BRICK MFR'S DETAILING

SOLID PRECAST CONCRETE WDW
SILL.

CONTINUOUS DRIP.

ALUM. WINDOW SYSTEM.REF.
SPECIFICATIONS

SOLID SURFACE WINDOW STOOL.
EASED EDGES. FINISH EXPOSED
SURFACES

E1

5"

TREATED WOOD BLOCKING.
FOAM SEALANT AT ALL GAPS

METAL "L" BEAD TRIM & SEALANT

KEYWAY IN BOTTOM FOR MASONRY
TIE BY MASON

1"
1 

1/
2"

STEEL STUD BOX HEADER - GAUGE
AND SIZE TO MATCH WALL
CONDITIONS.

FIRE TREATED 2X WOOD BLOCKING

CORNER BEAD

METAL "L" BEAD TRIM, JOINT AND
SEALANT TO MATCH WALL FINISH

DOOR AND FRAME SYSTEM AS
SCHEDULED

FINISHED FLOOR

ALIGN FACE OF FRAME WITH
FACE OF GYPSUM BOARD

METAL "L" BEAD TRIM, JOINT
AND SEALANT TO MATCH
WALL FINISH

ROOMCORR

STEEL STUD BOX HEADER - GAUGE
AND SIZE TO MATCH WALL
CONDITIONS.

FIRE TREATED 2X WOOD BLOCKING

CORNER BEAD

METAL "L" BEAD TRIM, JOINT AND
SEALANT TO MATCH WALL FINISH

DOOR AND FRAME SYSTEM AS
SCHEDULED

ALIGN FACE OF FRAME WITH
FACE OF GYPSUM BOARD

METAL "L" BEAD TRIM, JOINT
AND SEALANT TO MATCH
WALL FINISH

ROOMCORRIDOR

DOUBLE STUD @ JAMBS.

FIRE TREATED 2X WOOD BLOCKING

1/
2"

1 
1/

2"

METAL "L" BEAD TRIM, JOINT
AND SEALANT TO MATCH
WALL FINISH

E1

2"

7"

5"

8'-8"

NEW  HOLLOW METAL DOOR
AND FRAME ASSEMBLY

HM FRAME. GROUT FULL
REMOVE AND REINSTALL  W/ EXISTING
WALL ASSEMBLY.
TO GO ONE COURSE ABOVE DOOR
ASSEMBLY
AND ONE COURSE ON EITHER SIDE OF
WALL ASSEMBLY

EXISTING CONSTRUCTION

EXISTING CEILING.
REMOVE AND REPLACE
AS NECESSARY FOR
CONSTRUCTION

STEEL CHANNEL.
REFERENCE STRUCTURAL

THRU-WALL FLASHING
& WEEPS

E2

RETURN AT HEAD W/ 1/2" GYPSUM BOARD

CONTINUOUS BEAD OF SEALANT

SEALANT, TYP.

CAVITY DRAINAGE MATERIAL

L-CASING BEAD

J-TRIM & SEALANT.
TYPICAL.REFERENCE DETAIL 8C/AE511 FOR

DEMOLITION INFORMATION.

EXISTING WINDOW
HEAD

FOURTH LEVEL/ROOF
1546' - 7 3/4"

REMOVE EXISTING WINDOW ASSEMBLY.
REMOVE EXISTING WINDOW SILL
EXISTING QUOINS TO REMAIN.

REMOVE EXISTING WALL ASSEMBLY
BENEATH WINDOW FOR NEW DOOR
OPENING.

EXISTING CONSTRUCTION

EXISTING WALL ASSEMBLY
PRECAST CONCRETE SILL
BELOW

INSECT SCREEN. REFERENCE
SPECIFICATIONS

SINGLE HUNG WINDOW
SYSTEM. REFERENCE SPECIFICATIONS

TREATED WOOD BLOCKING

3/8" CONTINUOUS BEAD
OF SEALANT

L-BEAD TRIM

5/8" GYPSUM BOARD TO RETURN
TO WINDOW FRAME

SOLID SURFACE WINDOW SILL
BELOW

CONTINUOUS BEAD OF
SEALANT

BATT INSULATION
AT WINDOW FRAME

5" 3"

1"

7C

5-AE511

KEYWAY FOR
MASONRY
ANCHORS

REPLACE WINDOW WITH NEW
SINGLE HUNG WINDOW.
GLAZING TO BE SPANDREL GLASS

EXISTING STONE QUOIN BEYOND

EXISTING WINDOW SILL

METAL FRAMING.

SEMI-RIGID INSULATION  -
TO BE HELD IN PLACE BY CLIPS

EXISTING WALL ASSEMBLY

EXISTING WALL ASSEMBLY

METAL FRAMING

CONTINUOUS BEAD OF SEALANT

J-TRIM

WOOD BLOCKING AS
REQUIRED, EXTERIOR
TYPE FIRE-RETARDANT
TREATED

METAL LOUVER

SEALANT

AIR BARRIER, LAP OVER FLASHING

CAVITY DRAIN MESH

METAL FLASHING

RUBBERIZED ASPHALT FLASHING,
LAP OVER METAL FLASHING

SEALANT AND BACKER ROD

WEEP HOLES  AT 24" OC - OPEN HEAD
JOINT TYPE

WOOD BLOCKING AS
REQUIRED, EXTERIOR
TYPE FIRE-RETARDANT
TREATED

WALL BEYOND

1'-2 1/2"

E1

METAL FRAMING

L- CASING BEAD
& TRIM

2 1/2"

T-MULLION - BY WINDOW
MANUFACTURER.

WINDOW MULLION

INSECT SCREEN.
REFERENCE SPECIFICATIONS

2 
1/

2"

2"

1 1/2"

ANCHOR TO WALL AND SILL
 W/ STRAP ANCHOR

PRECAST CONCRETE QUOIN

1" 1"

1"
1"

5 
1/

2"

4"

4 1/2"
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VA Medical Center
2501 W. 22nd Street, PO Box 5046
Sioux Falls, SD 57117-5046

DOOR AND WINDOW DETAILS

5-AE511

100% CONSTRUCTION DOCUMENTS

Acute Inpatient Medical Unit Addition
and Renovation

Sioux Falls VA Health Care System

EOO08/06/12 RAH

438-369

45 123
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 1 1/2" = 1'-0"1A
DOOR THRESHOLD - ROOF ACCESS

 1/2" = 1'-0"1C
DUCTWORK @ MECH ROOM

 1 1/2" = 1'-0"2F
INT DOOR HEAD - HM

 1 1/2" = 1'-0"2E
INT DOOR JAMB - HM

 1 1/2" = 1'-0"3E
INT WDW HEAD - HM

 1 1/2" = 1'-0"3F
INT WDW JAMB - HM

 1 1/2" = 1'-0"1E
WINDOW HEAD DETAIL

 1 1/2" = 1'-0"1F
WINDOW SILL DETAIL

 1 1/2" = 1'-0"2C
ICU/CCU HEAD DETAIL

 1 1/2" = 1'-0"4C
ICU/CCU JAMB DETAIL

 1/2" = 1'-0"4E
OPERABLE PARTITION DETAIL

 1 1/2" = 1'-0"3A
DOOR HEAD - ROOF ACCESS

 1" = 1'-0"8C
DOOR THRESHOLD DEMO SECTION - ROOF ACCESS

 1 1/2" = 1'-0"5A
WINDOW JAMB DETAIL

 1 1/2" = 1'-0"8F
SPANDREL GLASS WDW SECTION

 3" = 1'-0"6F
LOUVER HEAD AT EXTERIOR WALL

 3" = 1'-0"7A
T-MULLION

 3" = 1'-0"7B
WINDOW MULLION

 1 1/2" = 1'-0"7C
QUOIN - SILL DETAIL

MARK REVISION DESCRIPTION DATE


